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Matador introduces a new generation of truck tyres for drive axles – D HR 5, 
designed to deliver high mileage potential, strong traction and reliable 
performance in long-distance and regional transport.
The optimised compound and modern construction provide low rolling 
resistance as well as durability with retreadability, helping to reduce 
overall operating costs throughout the tyre’s service life.

	q High mileage potential

	q Low rolling resistance

	q Strong traction

	q Durability & retreadability
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	q High mileage potential: Directional tread design and a new compound provide high mileage 
potential with stable performance under demanding drive axle conditions.

	q Low rolling resistance: An optimised tread compound delivers a balanced rolling resistance 
performance, supporting fuel efficiency without compromising traction.

	q Strong traction: Integrated tie bars and advanced siping ensure strong traction and stability, 
even on wet, wintry and demanding regional routes.

	q Durability & retreadability: Reinforced construction with a multi-layer belt package ensures high 
durability and supports safe, efficient retreading over the tyre’s service life.

D HR5 5
FOR LONG-DISTANCE AND REGIONAL TRANSPORT – DRIVE AXLE

Technology Highlights

Pattern Features

Integrated Tie Bars
Stabilize the tread blocks 
to reduce movement and 

improve footprint stability.

Stable Shoulder Grooves
Proven design prevents 

cracking and enhances grip 
on different road surfaces.

2D-Full-Wide-Sipes
Ensure high traction 

performance on wet & 
wintry road conditions.

Narrow Center Grooves
Reduce stone trapping 

and increase durability on 
demanding regional routes.

EU Tyre Label Values*
Fuel Efficiency: D
Wet Braking: C
Noise Level: B // 76 dB

* valid for tyre size 315/70 R22.5

TYRE SIZES
295/60 R 22.5 150/147L 3)

295/80 R 22.5 152/148M 2)

315/60 R 22.5 152/148L 3)

315/70 R 22.5 154/150L
315/80 R 22.5 156/150L 1)

Start of production: 
1) Q2/2026, 2) Q4/2026, 3) Q4/2027


